
ioSafe Solo Hawk

ROBUST CONSTRUCTION HYDROSAFE™

CHEMSAFE™ DATA RECOVERY SERVICE

ENVIROSAFE™ THEFTPROOF

While the Solo Hawk is crush-resistant to up to 2500 
pounds, it only weighs a pound. Plus, the SSD is 
supported with 6-axis suspension.

Waterproof up to 10 feet for 72 hours, the Solo Hawk 
protects data from rivers, storms, floods, or a drop in the 
pool.

The Solo Hawk is designed for extreme chemical 
environments, including full immersion in diesel fuel, oils, 
hydraulic fluids, and aircraft fuels.

Should disaster strike or a hard drive fail, we’ll help you 
get back to business. We’ll even provide forensic data 
recovery if necessary.

The Solo Hawk can withstand continuous exposure to 
UV, blowing sand, blowing dust, rain, salt fog, ice, or 
freezing rain.

With a built in Kensington security slot the Solo Hawk 
can be locked up anywhere.

Portable SSD

The ioSafe Solo Hawk is a waterproof external storage device built to survive crushing weight, 
formidable drops, poisonous environments, and unyielding storms. The Solo Hawk is the 
ultimate SSD for working in extreme conditions, offering in a handheld package the hardy and 
reliable construction and protection that has become synonymous with the ioSafe brand.



ioSafe Solo Hawk
Product Specifications

Crush resistant to up to 2500 lbs.
Full suspension in all six axes of motion. Optimized for data loss protection from drop and shock of 10 feet per MIL-STD-
810G Method 516.7.
Waterproof with heat conducting barrier to protect against data loss in submersions up to 10 feet for 3 days in fresh 
water or salt water per IP68. Protects data even when USB plug is in. No requirement for a connector cap to retain data 
protection.
Protects against full immersion in diesel fuel, oils, hydraulic fluids, and aircraft fuels. Submersions of 12 feet for 1 hour with 
no data loss per MIL-STD-810G Method 504.2.
Withstands continuous exposure to UV, blowing sand, blowing dust, rain, salt fog, ice, or freezing rain for 24 hours with no 
data loss per MIL-STD-810G Methods 506.6, 521.4, 510.6, 509.6, 505.6.
High altitude operation. 30K ft. rated altitudes per MIL-STD-810G Method 500.6.
Built in Kensington security slot.
1x USB 3.2 gen2 Type-C (backwards compatible with USB 3.0 & USB 2.0 ports).
Up to 10 Gbps (when used with a USB 3.2/3.1 gen2 port on the computer).
1x 2.5” SATA solid state drive.
500GB and 1TB (diskless not available).
Yes, with most USB 3.x ports.
Yes.
Yes.
Windows 10, 8.1; macOS 10.12 or newer; linux distributions that support USB 3.2

Hardware
Crush Resistance
Full Suspension Drive™ Technology

Water Protection

ChemSafe™ Technology

EnviroSafe™ Technology

AltiSafe™ Technology
Theft Protection
Host Connection
Host Interface Speed
Drive Support
Capacities
Bus-Powered Operation
Supports TRIM
Supports UASP
OS Compatibility
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Environment and Packaging
Environment

Package Content
Warranty
Data Recovery Service

Operating: -20°C to 50°C (-4°F to 122°F), non-operating: -40°C to 85°C (-40°F to 185°F), operating humidity: 5% - 80% 
(non-condensing), non-operating humidity: 100%, Full immersion, 10 feet, 3 days.
Solo Hawk, USB Type-C to Type C cable, USB Type-C to Type-A cable, owners manual and warranty
2 Years No-Hassle Warranty and 2 years DRS.
Upgradeable to 5 Year No-Hassle Warranty and 5 Years DRS. Certain limitations apply. See website for details.


